Strut Wldth N Top and bottom edge 100 um, Large 85 um, Small 75 um

Length (mm) 8,13, 16, 19, 24, 29, 32, 37,40
Diameter (mm) 2.5,2.75,3.0,35,4.0,4.5
Stent Profile 1.0 mm
Guide diameter 0.014"
Guiding catheter 5fr
Proximal Shaft 1.95 fr
Distal Shaft 2.70 fr
Usable length 140 cm
Distal shaft length from guide wire exit ~ 25cm
Balloon
Material Polyamide balloon (proprietary polymer composite)
Fold Three fold technique with memory
Radiopaque markers Encapsulated ring markers
Balloon compliance and stent characteristics
Balloon Inflation pressure Nominal pressure; 8 atm
Rated Burst pressure: 16 atm*
*RBP 16 atm except 35 x 38, 3.5 x 41, 4.0x 33, 4.0 x 38 & 4.0 x 41mm Stents
*RBP 14 atm for 3.5 x 38, 3.5 x 41, 4.0 x 33, 4.0 x 38 & 4.0 x 41mm Stents
Stent foreshortening Nearly Zero
Recoil <20%
Metal to artery ratio 17.84 % for 3.5 mm
Important Information
Sterilization method Ethylene oxide
Shelf life Two Years
Use Single use only
Radiopacity Medium
MRI Should not be performed till 8 weeks of stent implantation
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